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Town of Farmington, CT
Office of the Town Manager
Regular Town Council Meeting

Date: Tuesday, April 28, 2026
(Council Members should call the Town Manager’s Office if unable to
attend)

Time: 7:00 p.m.

Place: Town Hall Annex - Council Chambers (Public Welcome)

1 Monteith Drive, Farmington, CT 06032

To access the livestream: https://us02web.zoom.us/j/83744667083
Dial: +1 312 626 6799

Webinar ID: 837 4466 7083

Agenda
A. Call to Order.

B. Pledge of Allegiance.
C. Public Comments.

D. Consideration of Special Topics.
1. A public hearing on the proposed Meadow Road Sidewalk Project.

E. New Business.
1. To accept, modify, or reject the proposed Meadow Road Sidewalk Project as
presented. (Action Anticipated)

F. Adjournment. (Action Anticipated)


https://us02web.zoom.us/j/83744667083
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PUBLIC HEARING: Agenda Item D-1

A public hearing on the proposed Meadow Road Sidewalk Project.

/Attachments



Agenda Item D-1

LEGAL NOTICE
TOWN OF FARMINGTON
PUBLIC HEARING

Notice is hereby given that a Public Hearing will be held on Tuesday, April
28, 2026, at 7:05 p.m. in the Town Hall Annex Council Chambers (1
Monteith Drive, Farmington, CT 06032) on the proposed Meadow Road
Sidewalk Project.

Interested parties are encouraged to participate in this Public Hearing. A
copy of the proposal can be found at https://bit.ly/MeadowRoadSidewalk or by
calling the Town Manager’s Office at 860-675-2350.

Dated at Farmington, Connecticut this 37 day of April 2026.

Kathleen A. Blonski
Town Manager

S:\LEGAL NOTICES\LEGAL\Legal Notices\2026\Meadow Road Sidewalk Project\Meadow Road Sidewalk Project.docx
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Farmington, Connecticut

Bid No. xxx

Town Manager
Kathleen A. Blonski

Town Council Chair
Joe Capodiferro

Town Council
Patti Boye-Williams
Brian Connolly
Sarah Healey

Amy Palumbo
Keith Vibert
David Wlodkowski

2025

TOWN OF FARMINGTON
DEPARTMENT OF PUBLIC WORKS

ENGINEERING DIVISION

1 MONTEITH DRIVE, FARMINGTON, CONNECTICUT 06032
PHONE: (860)675-2305 FAX: (860)675-2319

DIRECTOR OF PUBLIC WORKS/TOWN ENGINEER:
RUSSELL M. ARNOLD, JR. P.E.

SHEET INDEX

N

SHEET NO. TITLE
COVER COVER SHEET
C—1 TO C-3 SIDEWALK PLANS
MDS—1 TO MDS-3 DETAILS

NOTES:

ALL CONSTRUCTION SHALL ADHERE TO THE STATE OF CONNECTICUT, DEPARTMENT OF
TRANSPORTATION STANDARD SPECIFICATIONS FOR ROADS, BRIDGES, FACILITIES AND

INCIDENTAL CONSTRUCTION FORM 819, INCLUDING ALL SUPPLEMENTAL SPECIFICATIONS,
AS AMENDED.

CONTRACTOR SHALL NOTIFY "CALL BEFORE YOU DIG” AT 811 AT LEAST 7 DAYS BEFORE
EXCAVATING.

CONTRACTOR SHALL COORDINATE ALL WORK WITH THE TOWN OF FARMINGTON
ENGINEERING DIVISION.  ALL ROADWAY CLOSURES WILL REQUIRE A PERMIT TO EXCAVATE

OR OBSTRUCT IN HIGHWAY RIGHT OF WAY, AVAILABLE FROM THE TOWN OF FARMINGTON
ENGINEERING DIVISION.

CONTRACTOR SHALL COORDINATE WITH OVERHEAD UTILITY COMPANIES TO DETERMINE [IF
UTILITY POLES MUST BE SUPPORTED DURING CONSTRUCTION.

THE TOWN OF FARMINGTON SHALL RETAIN ANY MATERIALS THAT ARE TO BE DISPOSED
OF AT ITS DISCRETION.

/

N N

KATHLEEN A. BLONSKI DATE

\ TOWN MANAGER f \ LICENSE #20886 / \

RUSSELL M. ARNOLD JR, PE.
DIRECTOR/TOWN ENGINEER

DATE

Bid No. xxx
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HOT—POURED PAVEMENT JOINT
SEAL AT ALL PAVEMENT CUT EDGES

4 MIN @ 2% MAX. SLOPE
OR AS DIRECTED BY —
ENGINEER

s

BITUMINOUS CONC. DRIVEWAY

SAWCUT EXISTING
DRIVEWAY, APRON AND
SIDEWALK TO SATISFY
SLOPE CONDITION

|
' 7
6% 6%
NEW SIDEWALK S’AM\N. |
/ MAX i MAX.
I I A I 1
APRON 6% MA;.SLOPE \

SIDEWALK j

EXPANSION JOINT

SIDEWALK
\—zNow SHELF
OADWAY

GUTTER LINE
SLOPE PAVEMENT
TO PROVIDE 1.5
LIP AT APRON
CONCRETE DRIVEWAY APRON
- MAXIMUM SLAB LENGTH = 15-0"————
5 -5 ™5 ™5
D
12
J%”EXPANSION v
JOINT %" EXPANSION
= X — — JOINT (TYP.) X
5 5 5
- - , -
@ 12" 0.C. TYP. @ 85’ A’\/?‘A’j( @
8 %" SMOOTH o o
= METAL DOWELS = =
TYP. \
(SEE DETAIL)
12”7 TYP.
L (REPEAT 15" INTERVALS)

CONCRETE SIDEWALK PLAN

127 127

T e

MIN. MIN. ‘

l 2 “ 4 . v —
yHJ \ ’R:W FILL W/SEALANT *
2

%" PREMOLDED FILLER
DOWEL DETAIL

@12" 0.C. COAT WITH BOND

BREAKING COMPOUND BEFORE

ADJACENT SLAB IS POURED

NOTE:

. ALL SIDEWALKS SHALL PITCH A MAXIMUM 2% TOWARD

THE STREET, AND IN ACCORDANCE WITH ADA REGULATIONS.

. CONCRETE SHALL BE CONNDOT CLASS F,

(4,000 PSI, 28 DAY STRENGTH).

. FORMS TO BE SET TRUE TO LINE AND GRADE

ON WELL COMPACTED BASE. FORMS SHALL BE
5" METAL OR 2"X6” LUMBER.

. PROPER FINISHING PROCEDURES WILL BE

FOLLOWED INCLUDING JOINTING, EDGING, AND
BROOMING. A FINE BRISTLE BROOM SHALL BE
USED. ALL EDGING TOOL IMPRINTS SHALL BE
STEEL TROWELED PRIOR TO BROOMING.

. CURING COMPOUND MAY BE REQUIRED BY THE

TOWN ENGINEER.

. CONTRACTOR SHALL TAKE ALL NECESSARY

PRECAUTIONS TO PROTECT SURFACE FROM DAMAGE.

. WALKS SHALL BE BACKFILLED AS SOON AS FORMS

ARE REMOVED.

. ALL CONCRETE SLABS AND SIDEWALK SHALL BE

RECTANGULAR IN SHAPE. NO FIGURE "L” SLABS ARE
TO BE CONSTRUCTED.

. SIDEWALK SLABS SHALL NOT EXCEED 8" IN

WIDTH. IF SIDEWALK SLABS GREATER THAN 8 IN
WIDTH ARE TO BE CONSTRUCTED, A LONGITUDINAL
EXPANSION JOINT SHALL BE CONSTRUCTED TO
FORM ACCEPTABLE SLABS.

10.INSERT METAL DOWELS AT ALL EXPANSION JOINTS

AS SHOWN ON SIDEWALK PLAN ABOVE.

11.EXPANSION JOINT TO BE 1/2" ASPHALT IMPREGNATED

CELLULAR FIBER.

12.CONTRACTOR SHALL PROVIDE MEANS OF SUPPORTING

REINFORCING WIRE MESH DURING INSTALLATION OF SIDEWALK.

%" SMOOTH DOWELS WITH SLEEVE 27

4’MIN.

5'MAX.
CONCRETE

REINFORCING WIRE MESH 6X6X#6

PROCESSED AGGREGATE BASE

<2

2 T

e
| e | e e e e e e ]

CONCRETE SIDEWALK SECTION (A
_/

2” BITUMINOUS CONCRETE
— 0% W ¢

- 5’ 0"MIN—————— ==

6” PROCESSED GRAVEL

BITUMINOUS CONCRETE

SIDEWALK SECTION

GENERAL SIDEWALK RAMP NOTES:

.45” MIN.—0.9"MAX.

1) MAXIMUM SLOPES OF ADJOINING GUTTERS AND ROAD SURFACES IMMEDIATELY ADJACENT TO THE SIDEWALK, RAMP, OR ACCESSIBLE

ROUTE SHOULD NOT EXCEED 20:1
2) CARE SHALL BE TAKEN TO ASSURE UNIFORM GRADE ON THE RAMP, FREE OF SAGS AND ABRUPT GRADE CHANGES.

3) ALL RAMPS SHALL BE CONSTRUCTED OF CLASS "C" CONCRETE IN ACCORDANCE WITH CONNECTICUT STANDARD SPECIFICATION ARTICLE

M.03.01

4) SIDEWALK RAMPS SHALL HAVE A COARSE BROOM FINISH TRAVERSE TO THE SLOPE OF THE RAMP. THE SURFACE ALONG ACCESSIBLE

ROUTES SHALL BE STABLE, FIRM AND SLIP RESISTANT IN COMPLIANCE WITH ADAAG SECTION 4.5.

5) DIAGONAL SIDEWALK RAMPS AT MARKED CROSSINGS SHALL BE WHOLLY CONTAINED WITHIN THE MARKINGS, EXCLUDING ANY FLARED

SIDES.

*6) REMOVAL OF EXISTING SIDEWALK FOR NEW RAMP INSTALLATIONS SHALL BE TO THE NEAREST EXPANSION / CONTRACTION JOINT OR

DUMMY JOINT. 12:1 MAY NOT BE ACHIEVABLE DUE TO SIDEWALK GRADE. IN RECOGNITION OF THIS, A MINIMUM LIMIT OF 15" FOR A

PARALLEL RAMP SHALL BE USED. REMOVAL SHALL NOT BE FURTHER THAN 2’ FROM THE PROPOSED RAMP UNLESS SHOWN OTHERWISE ON

PLANS.

7) EXPANSION JOINTS IN CONCRETE SHALL MATCH THOSE IN ADJACENT SIDEWALKS BUT IN NO CASE SHALL THE SPACING BETWEEN

EXPANSION JOINTS EXCEED 12" UNLESS OTHERWISE NOTED.

8) CURBING WITHIN THE LIMITS OF THE NEW SIDEWALK RAMP SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE REQUIREMENTS OF FORM

816 SECTION 8.11 AND 8.13.

©

DOME SECTION

NOTES:

e

BY THE TOWN ENGINEER.

>
[o1]
L}

©
©
©
s

© e,

4" 2.4'MAX

DIRECTION OF TRAVEL

DOME SPACING

BOTTOM SLOPE
GRADE BREAK

RAMP SHOULD BE AN EXTENSION OF WALKING PATH AND DIRECTED AT OPPOSING RAMP. APEX RAMPS REQUIRE PRIOR APPROVAL

BACK OF CURB

2' DETECTABLE WARNING STRIP
(TYP.)

NOTE: IF ONE OR BOTH ENDS OF THE BOTTOM

SLOPE GRADE BREAK ARE GREATER

DETECTABLE WARNING THAN 5 FROM BACK OF CURB,

PLACE DETECTABLE WARNING TILE ON

PLACEMENT DETAIL 1 [iSioueh piome amoackor cure

NOTE: IF ONE OR BOTH ENDS OF THE BOTTOM ——

SLOPE GRADE BREAK ARE LESS
THAN 5' FROM FACE OF CURB,
PLACE DETECTABLE WARNING TILE
ON THE RAMP RUN AT THE BOTTOM
GRADE BREAK.

BACK OF CURB

DO NOT INSTALL DETECTABLE WARNING
TILE HERE UNLESS "X" IS

GREATER THAN 5'

2' DETECTABLE WARNING TILE

DETECTABLE WARNING.

PLACEMENT DETAIL 2

2. MAXIMUM SLOPES OF ADJOINING ROAD SURFACES IMMEDIATELY ADJACENT TO CROSSWALK SHOULD NOT EXCEED 20:1.
9) TRANSITION TO FULL HEIGHT CURB, INSTALL STONE CURBING ID ADJACENT CURBING IS STONE. INSTALL CONCRETE CURBING IF ADJACENT 3. ALL RAMPS SHALL BE CONSTRUCTED OF CLASS 'C’ CONCRETE IN ACCORDANCE WITH CONNDOT SPECIFICATION ARTICLE M.03.01.
CURBING IS CONCRETE OR BITUMINOUS. 4. SIDEWALK RAMPS SHALL HAVE A COARSE BROOM FINISH TRANSVERSE TO THE SLOPE OF THE RAMP. THE SURFACE ALONG
ACCESSIBLE ROUTES SHALL BE STABLE, FIRM AND SLIP RESISTANT IN COMPLIANCE WITH ADAAG SECTION 4.5.
5. DIAGONAL SIDEWALK RAMPS AT MARKED CROSSINGS SHALL BE WHOLLY CONTAINED WITHIN THE MARKINGS, EXCLUDING ANY FLARED
SIDES.
CONSTRUCTION 6. REMOVAL OF EXISTING SIDEWALK FOR NEW RAMP INSTALLATIONS SHALL BE TO THE NEAREST EXPANSION/CONTRACTION JOINT OR
8% SLOPE _ | R”AMP 8% SLOPE JOINT (TYP.) DUMMY JOINT. REMOVAL SHALL NOT BE FURTHER THAN 2’ FROM THE PROPOSED RAMP UNLESS DIRECTED BY THE ENGINEER.
(MAX.) 48" MIN. (MAX.) SAW CUT REQUIRED FOR DUMMY JOINTS SHALL BE INCLUDED IN THE COST OF "CONCRETE SIDEWALK”.
50" MAX. FACE OF CURB 7. EXPANSION JOINTS IN CONCRETE SHALL MATCH THOSE IN ADJACENT SIDEWALKS BUT IN NO CASE SHALL THE SPACING BETWEEN
EXPANSION JOINTS EXCEED 15’ UNLESS OTHERWISE DIRECTED BY THE TOWN ENGINEER.
8. CURBING WITHIN THE LIMITS OF THE NEW SIDEWALK RAMPS SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE REQUIREMENTS
GUTTER LINE OF FORM 816 SECTIONS 8.11 AND 8.13.
9. HANDICAP RAMPS CONFORMING WITH CONNECTICUT GENERAL STATUTES, SEC.7—118a, SHALL BE INCORPORATED IN ALL PROPOSED
. | g SIDEWALKS AT ALL STREET INTERSECTIONS, AND AT ALL OTHERS LOCATIONS WHERE THE GRADE OF A DRIVEWAY OR OTHER
- FACILITY TAKES PRECEDENCE OVER THE GRADE OF THE PROPOSED SIDEWALK.
\ — 10.TRANSITION TO FULL HEIGHT CURB. INSTALL STONE CURBING IF ADJACENT CURBING IS STONE. INSTALL CONCRETE CURBING IF
SECTION C—C ADJACENT CURBING IS CONCRETE OR BITUMINOUS.
11.INSTALL THE EDGE OF THE DETECTABLE WARNING 6” FROM THE EDGE OF THE ROAD. TO PERMIT WHEELCHAIR WHEELS TO ROLL
BETWEEN DOMES, ALIGN DOMES ON A SQUARE GRID IN THE DIRECTION OF PEDESTRIAN TRAVEL.
12.ALTERNATE SIDEWALK RAMPS ARE TO BE USED IN SPECIFIC LOCATIONS AS APPROVED BY THE TOWN ENGINEER.
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/ NOTES
1. MAILBOX AND POST SHALL BE LOCATED IN ACCORDANCE WITH THE LOCAL POSTMASTER SPECIFICATIONS.
2. THE TOWN OF FARMINGTON WILL NOT REPLACE A MAILBOX DAMAGED DURING SNOW REMOVAL OPERATIONS, IF ANY OF THE FOLLOWING
CONDITIONS ARE MEET:
PROPOSED SIDEWALK A. IF IT HAS BEEN DETERMINED THE FORCE OF THE SNOW BEING REMOVED FROM THE ROAD DAMAGED THE MAILBOX AND/OR POST.
/ B. IF IT HAS BEEN DETERMINED THE MAILBOX WAS IMPROPERLY INSTALLED.
C. IF IT HAS BEEN DETERMINED THE MAILBOX POST IS DETERIORATED.

PROPOSED CONCRETE CURB /

CONCRETE SIDEWALK AT UTILITY POLES / HYDRANT
(PLAN VIEW) s

D. IF THE DAMAGED MAILBOX OR POST WAS CONSTRUCTED OF PLASTIC.

TYPICAL MAILBOX LOCATION DETAIL

MAILBOX RELOCATION DETAIL

N.T.S.

REVISIONS

SHEET NO. REV. DATE

TOWN OF FARMINGTON

DEPARTMENT OF PUBLIC WORKS

ENGINEERING DIVISION

1 MONTEITH DRIVE, FARMINGTON, CONNECTICUT 06032

PHONE: (860)675-2305 FAX: (860)675-2319

DESIGNER:

JLS

JLS

PROJECT NO. :

PROJECT TITLE: MEADOW ROAD SIDEWALK INSTALLATION
RT 177 - NEW BRITAIN AVENUE

DRAWING TITLE:

DRAFTER:

CHK: RMA |pate: 1/22/25

APPROVED: RMA

CONSTRUCTION DETAILS

DRAWING DATE:

HOR. SCALE: N/A

VER. SCALE: N/A

SHEET NO. MDS-1



AutoCAD SHX Text
DOME SPACING

AutoCAD SHX Text
DOME SECTION

AutoCAD SHX Text
DIRECTION OF TRAVEL

AutoCAD SHX Text
NOTES:  1. RAMP SHOULD BE AN EXTENSION OF WALKING PATH AND DIRECTED AT OPPOSING RAMP. APEX RAMPS REQUIRE PRIOR APPROVAL BY THE TOWN ENGINEER. 2. MAXIMUM SLOPES OF ADJOINING ROAD SURFACES IMMEDIATELY ADJACENT TO CROSSWALK SHOULD NOT EXCEED 20:1. 3. ALL RAMPS SHALL BE CONSTRUCTED OF CLASS 'C' CONCRETE IN ACCORDANCE WITH CONNDOT SPECIFICATION ARTICLE M.03.01. 4. SIDEWALK RAMPS SHALL HAVE A COARSE BROOM FINISH TRANSVERSE TO THE SLOPE OF THE RAMP. THE SURFACE ALONG ACCESSIBLE ROUTES SHALL BE STABLE, FIRM AND SLIP RESISTANT IN COMPLIANCE WITH ADAAG SECTION 4.5. 5. DIAGONAL SIDEWALK RAMPS AT MARKED CROSSINGS SHALL BE WHOLLY CONTAINED WITHIN THE MARKINGS, EXCLUDING ANY FLARED SIDES. 6. REMOVAL OF EXISTING SIDEWALK FOR NEW RAMP INSTALLATIONS SHALL BE TO THE NEAREST EXPANSION/CONTRACTION JOINT OR DUMMY JOINT. REMOVAL SHALL NOT BE FURTHER THAN 2' FROM THE PROPOSED RAMP UNLESS DIRECTED BY THE ENGINEER. SAW CUT REQUIRED FOR DUMMY JOINTS SHALL BE INCLUDED IN THE COST OF "CONCRETE SIDEWALK". 7. EXPANSION JOINTS IN CONCRETE SHALL MATCH THOSE IN ADJACENT SIDEWALKS BUT IN NO CASE SHALL THE SPACING BETWEEN EXPANSION JOINTS EXCEED 15' UNLESS OTHERWISE DIRECTED BY THE TOWN ENGINEER.  8. CURBING WITHIN THE LIMITS OF THE NEW SIDEWALK RAMPS SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE REQUIREMENTS OF FORM 816 SECTIONS 8.11 AND 8.13. 9. HANDICAP RAMPS CONFORMING WITH CONNECTICUT GENERAL STATUTES, SEC.7-118a, SHALL BE INCORPORATED IN ALL PROPOSED SIDEWALKS AT ALL STREET INTERSECTIONS, AND AT ALL OTHERS LOCATIONS WHERE THE GRADE OF A DRIVEWAY OR OTHER FACILITY TAKES PRECEDENCE OVER THE GRADE OF THE PROPOSED SIDEWALK. 10.TRANSITION TO FULL HEIGHT CURB. INSTALL STONE CURBING IF ADJACENT CURBING IS STONE. INSTALL CONCRETE CURBING IF ADJACENT CURBING IS CONCRETE OR BITUMINOUS. 11.INSTALL THE EDGE OF THE DETECTABLE WARNING 6" FROM THE EDGE OF THE ROAD. TO PERMIT WHEELCHAIR WHEELS TO ROLL BETWEEN DOMES, ALIGN DOMES ON A SQUARE GRID IN THE DIRECTION OF PEDESTRIAN TRAVEL. 12.ALTERNATE SIDEWALK RAMPS ARE TO BE USED IN SPECIFIC LOCATIONS AS APPROVED BY THE TOWN ENGINEER.

AutoCAD SHX Text
TACTILE WARNING STRIP N.T.S.

AutoCAD SHX Text
%%UNOTE:

AutoCAD SHX Text
1. ALL SIDEWALKS SHALL PITCH A MAXIMUM 2%%% TOWARD

AutoCAD SHX Text
  THE STREET, AND IN ACCORDANCE WITH ADA REGULATIONS.

AutoCAD SHX Text
2. CONCRETE SHALL BE CONNDOT CLASS F,

AutoCAD SHX Text
  (4,000 PSI, 28 DAY STRENGTH).

AutoCAD SHX Text
3. FORMS TO BE SET TRUE TO LINE AND GRADE

AutoCAD SHX Text
  ON WELL COMPACTED BASE. FORMS SHALL BE

AutoCAD SHX Text
  5" METAL OR 2"X6" LUMBER.

AutoCAD SHX Text
4. PROPER FINISHING PROCEDURES WILL BE

AutoCAD SHX Text
  FOLLOWED INCLUDING JOINTING, EDGING, AND

AutoCAD SHX Text
  BROOMING. A FINE BRISTLE BROOM SHALL BE

AutoCAD SHX Text
  USED. ALL EDGING TOOL IMPRINTS SHALL BE

AutoCAD SHX Text
  STEEL TROWELED PRIOR TO BROOMING.

AutoCAD SHX Text
5. CURING COMPOUND MAY BE REQUIRED BY THE

AutoCAD SHX Text
  TOWN ENGINEER.

AutoCAD SHX Text
6. CONTRACTOR SHALL TAKE ALL NECESSARY

AutoCAD SHX Text
  PRECAUTIONS TO PROTECT SURFACE FROM DAMAGE.

AutoCAD SHX Text
7. WALKS SHALL BE BACKFILLED AS SOON AS FORMS

AutoCAD SHX Text
  ARE REMOVED.

AutoCAD SHX Text
8. ALL CONCRETE SLABS AND SIDEWALK SHALL BE

AutoCAD SHX Text
  RECTANGULAR IN SHAPE. NO FIGURE "L" SLABS ARE

AutoCAD SHX Text
  TO BE CONSTRUCTED.

AutoCAD SHX Text
9. SIDEWALK SLABS SHALL NOT EXCEED 8' IN

AutoCAD SHX Text
  WIDTH. IF SIDEWALK SLABS GREATER THAN 8' IN

AutoCAD SHX Text
  WIDTH ARE TO BE CONSTRUCTED, A LONGITUDINAL

AutoCAD SHX Text
  EXPANSION JOINT SHALL BE CONSTRUCTED TO

AutoCAD SHX Text
  FORM ACCEPTABLE SLABS.

AutoCAD SHX Text
10.INSERT METAL DOWELS AT ALL EXPANSION JOINTS

AutoCAD SHX Text
  AS SHOWN ON SIDEWALK PLAN ABOVE.

AutoCAD SHX Text
11.EXPANSION JOINT TO BE 1/2" ASPHALT IMPREGNATED

AutoCAD SHX Text
  CELLULAR FIBER.

AutoCAD SHX Text
12.CONTRACTOR SHALL PROVIDE MEANS OF SUPPORTING

AutoCAD SHX Text
  REINFORCING WIRE MESH DURING INSTALLATION OF SIDEWALK.

AutoCAD SHX Text
6"

AutoCAD SHX Text
5"

AutoCAD SHX Text
5'

AutoCAD SHX Text
5'

AutoCAD SHX Text
5'

AutoCAD SHX Text
5'

AutoCAD SHX Text
MAXIMUM SLAB LENGTH = 15'-0"

AutoCAD SHX Text
TOOLED JOINT

AutoCAD SHX Text
TOOLED JOINT

AutoCAD SHX Text
TOOLED JOINT

AutoCAD SHX Text
12" TYP.

AutoCAD SHX Text
12"

AutoCAD SHX Text
(REPEAT 15' INTERVALS)

AutoCAD SHX Text
5' MIN.  8' MAX.

AutoCAD SHX Text
H

AutoCAD SHX Text
12" MIN.

AutoCAD SHX Text
12" MIN.

AutoCAD SHX Text
12" SMOOTH DOWELS WITH SLEEVE @12" O.C. COAT WITH BOND BREAKING COMPOUND BEFORE ADJACENT SLAB IS POURED

AutoCAD SHX Text
CONCRETE SIDEWALK SECTION  A

AutoCAD SHX Text
CONCRETE SIDEWALK PLAN

AutoCAD SHX Text
DOWEL DETAIL

AutoCAD SHX Text
REINFORCING WIRE MESH 6X6X#6

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
PROCESSED AGGREGATE BASE

AutoCAD SHX Text
12" SMOOTH METAL DOWELS TYP. (SEE DETAIL)

AutoCAD SHX Text
4'MIN. 5'MAX.

AutoCAD SHX Text
R= " FILL W/SEALANT14" FILL W/SEALANT FILL W/SEALANT

AutoCAD SHX Text
12" PREMOLDED FILLER

AutoCAD SHX Text
12" O.C. TYP.

AutoCAD SHX Text
12" EXPANSION JOINT (TYP.)

AutoCAD SHX Text
12"EXPANSION JOINT

AutoCAD SHX Text
A

AutoCAD SHX Text
2" BITUMINOUS CONCRETE

AutoCAD SHX Text
6" PROCESSED GRAVEL

AutoCAD SHX Text
2%

AutoCAD SHX Text
5'-0"MIN.

AutoCAD SHX Text
BITUMINOUS CONCRETE SIDEWALK SECTION

AutoCAD SHX Text
5"

AutoCAD SHX Text
6x6 W 1.4xW 1.4 WWF 2" COVER

AutoCAD SHX Text
8" GRANULAR FILL

AutoCAD SHX Text
COMPACT SUITABLE SUBGRADE TO 90% OF MAXIMUM DRY DENSITY AS DETERMINED BY AASHTO T-180 METHOD D

AutoCAD SHX Text
ROADWAY PAVEMENT STRUCTURE VARIES

AutoCAD SHX Text
1.5%

AutoCAD SHX Text
CLASS "C" COCRETE

AutoCAD SHX Text
8"

AutoCAD SHX Text
8%

AutoCAD SHX Text
TYPICAL SECTION THRU SIDEWALK RAMP

AutoCAD SHX Text
RAMP

AutoCAD SHX Text
RAMP

AutoCAD SHX Text
DETECTABLE WARNING PLACEMENT DETAIL 1

AutoCAD SHX Text
RAMP

AutoCAD SHX Text
DETECTABLE WARNING PLACEMENT DETAIL 2

AutoCAD SHX Text
SIDEWALK RAMP TYPICAL SECTION

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
CONSTRUCTION

AutoCAD SHX Text
JOINT (TYP.)

AutoCAD SHX Text
SECTION C-C

AutoCAD SHX Text
48" MIN.

AutoCAD SHX Text
50" MAX.

AutoCAD SHX Text
8%%% SLOPE

AutoCAD SHX Text
(MAX.)

AutoCAD SHX Text
GUTTER LINE

AutoCAD SHX Text
FACE OF CURB

AutoCAD SHX Text
RAMP

AutoCAD SHX Text
8%%% SLOPE

AutoCAD SHX Text
(MAX.)

AutoCAD SHX Text
GENERAL SIDEWALK RAMP NOTES: 1) MAXIMUM SLOPES OF ADJOINING GUTTERS AND ROAD SURFACES IMMEDIATELY ADJACENT TO THE SIDEWALK, RAMP, OR ACCESSIBLE ROUTE SHOULD NOT EXCEED 20:1 2) CARE SHALL BE TAKEN TO ASSURE UNIFORM GRADE ON THE RAMP, FREE OF SAGS AND ABRUPT GRADE CHANGES. 3) ALL RAMPS SHALL BE CONSTRUCTED OF CLASS "C" CONCRETE IN ACCORDANCE WITH CONNECTICUT STANDARD SPECIFICATION ARTICLE M.03.01 4) SIDEWALK RAMPS SHALL HAVE A COARSE BROOM FINISH TRAVERSE TO THE SLOPE OF THE RAMP. THE SURFACE ALONG ACCESSIBLE ROUTES SHALL BE STABLE, FIRM AND SLIP RESISTANT IN COMPLIANCE WITH ADAAG SECTION 4.5. 5) DIAGONAL SIDEWALK RAMPS AT MARKED CROSSINGS SHALL BE WHOLLY CONTAINED WITHIN THE MARKINGS, EXCLUDING ANY FLARED SIDES. *6) REMOVAL OF EXISTING SIDEWALK FOR NEW RAMP INSTALLATIONS SHALL BE TO THE NEAREST EXPANSION / CONTRACTION JOINT OR DUMMY JOINT. 12:1 MAY NOT BE ACHIEVABLE DUE TO SIDEWALK GRADE. IN RECOGNITION OF THIS, A MINIMUM LIMIT OF 15' FOR A PARALLEL RAMP SHALL BE USED. REMOVAL SHALL NOT BE FURTHER THAN 2' FROM THE PROPOSED RAMP UNLESS SHOWN OTHERWISE ON PLANS. 7) EXPANSION JOINTS IN CONCRETE SHALL MATCH THOSE IN ADJACENT SIDEWALKS BUT IN NO CASE SHALL THE SPACING BETWEEN EXPANSION JOINTS EXCEED 12' UNLESS OTHERWISE NOTED. 8) CURBING WITHIN THE LIMITS OF THE NEW SIDEWALK RAMP SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE REQUIREMENTS OF FORM 816 SECTION 8.11 AND 8.13. 9) TRANSITION TO FULL HEIGHT CURB, INSTALL STONE CURBING ID ADJACENT CURBING IS STONE. INSTALL CONCRETE CURBING IF ADJACENT CURBING IS CONCRETE OR BITUMINOUS. 

AutoCAD SHX Text
RAMP ELEVATION AT GUTTER SHALL BE FLUSH WITH ADJACENT ROAD GRADE

AutoCAD SHX Text
APRON

AutoCAD SHX Text
NEW SIDEWALK

AutoCAD SHX Text
BITUMINOUS CONC. DRIVEWAY

AutoCAD SHX Text
SAWCUT EXISTING DRIVEWAY, APRON AND SIDEWALK TO SATISFY SLOPE CONDITION

AutoCAD SHX Text
SIDEWALK

AutoCAD SHX Text
6% MAX.SLOPE

AutoCAD SHX Text
SIDEWALK

AutoCAD SHX Text
PLAN VIEW

AutoCAD SHX Text
6%

AutoCAD SHX Text
MAX.

AutoCAD SHX Text
6%

AutoCAD SHX Text
MAX.

AutoCAD SHX Text
ROADWAY GUTTER LINE

AutoCAD SHX Text
EXPANSION JOINT

AutoCAD SHX Text
SNOW SHELF

AutoCAD SHX Text
SLOPE PAVEMENT TO PROVIDE 1.5" LIP AT APRON

AutoCAD SHX Text
HOT-POURED PAVEMENT JOINT SEAL AT ALL PAVEMENT CUT EDGES

AutoCAD SHX Text
EXISTING UTILITY POLE OR HYDRANT

AutoCAD SHX Text
EXISTING SERVICE RISERS

AutoCAD SHX Text
PROPOSED CONCRETE CURB

AutoCAD SHX Text
PROPOSED SIDEWALK

AutoCAD SHX Text
FORM SIDEWALK AROUND EXISTING UTILITY POLES, HYDRANT OR RISERS AS INDICATED OR DIRECTED BY THE ENGINEER, FOR THE FULL DEPTH OF THE PROPOSED SIDEWALK. 

AutoCAD SHX Text
AREA TO BE FILLED WITH 4" OF STONE DUST AND CAPPED WITH 1" OF GRAY COLORED POLYMERIC SAND TO BE APPROVED BY ENGINEER. THIS POLE BOX OUT AND FILL SHALL BE INCLUDED IN THE COST OF THE SIDEWALK.

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
Established 1640

AutoCAD SHX Text
6"

AutoCAD SHX Text
3"

AutoCAD SHX Text
2" WEARING COURSE

AutoCAD SHX Text
2" BINDER COURSE

AutoCAD SHX Text
EXTRUDED BITUMINOUS CONCRETE CURB CLASS 3

AutoCAD SHX Text
SUBBASE

AutoCAD SHX Text
BASE

AutoCAD SHX Text
48°

AutoCAD SHX Text
9"

AutoCAD SHX Text
R=2"

AutoCAD SHX Text
TACK COAT

AutoCAD SHX Text
BITUMINOUS CONCRETE LIP CURBING

AutoCAD SHX Text
NOTES: 1. MAILBOX AND POST SHALL BE LOCATED IN ACCORDANCE WITH THE LOCAL POSTMASTER SPECIFICATIONS. MAILBOX AND POST SHALL BE LOCATED IN ACCORDANCE WITH THE LOCAL POSTMASTER SPECIFICATIONS. 2. THE TOWN OF FARMINGTON WILL NOT REPLACE A MAILBOX DAMAGED DURING SNOW REMOVAL OPERATIONS, IF ANY OF THE FOLLOWING THE TOWN OF FARMINGTON WILL NOT REPLACE A MAILBOX DAMAGED DURING SNOW REMOVAL OPERATIONS, IF ANY OF THE FOLLOWING CONDITIONS ARE MEET:  A. IF IT HAS BEEN DETERMINED THE FORCE OF THE SNOW BEING REMOVED FROM THE ROAD DAMAGED THE MAILBOX AND/OR POST. B. IF IT HAS BEEN DETERMINED THE MAILBOX WAS IMPROPERLY INSTALLED. C. IF IT HAS BEEN DETERMINED THE MAILBOX POST IS DETERIORATED.     D. IF THE DAMAGED MAILBOX OR POST WAS CONSTRUCTED OF PLASTIC.

AutoCAD SHX Text
12""

AutoCAD SHX Text
FACE OF CURB OR EDGE OF ROAD

AutoCAD SHX Text
TYPICAL MAILBOX LOCATION DETAIL




AutoCAD SHX Text
Established 1640

AutoCAD SHX Text
STORM SEWER (SEE PLANS FOR SIZE AND TYPE)

AutoCAD SHX Text
SUITABLE BACKFILL MATERIAL (AS REQUIRED) COMPACTED IN 6" LIFTS

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
4' + N0MINAL O.D.

AutoCAD SHX Text
EXISTING BITUMINOUS CONCRETE

AutoCAD SHX Text
H

AutoCAD SHX Text
0.25H

AutoCAD SHX Text
BITUMINOUS CONCRETE PMA S0.375 DEPTH AND LIFTS AS CALLED FOR IN THE TYPICAL CROSS SECTIONS

AutoCAD SHX Text
CRUSHED STONE BEDDING MATERIAL (SEE NOTES)

AutoCAD SHX Text
TACKCOAT TO BE APPLIED TO ALL EXISTING BITUMINOUS CONCRETE EDGES

AutoCAD SHX Text
HOT-POURED JOINT SEAL

AutoCAD SHX Text
20"

AutoCAD SHX Text
DETECTABLE WARNING TAPE

AutoCAD SHX Text
FLARED OUTLET

AutoCAD SHX Text
STORM PIPE

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
C

AutoCAD SHX Text
L

AutoCAD SHX Text
PIPE TYPE AS SHOWN ON PLANS

AutoCAD SHX Text
C

AutoCAD SHX Text
3

AutoCAD SHX Text
1

AutoCAD SHX Text
MODIFIED RIP-RAP

AutoCAD SHX Text
EXISTING STREAM-BED

AutoCAD SHX Text
6" GRANULAR FILL

AutoCAD SHX Text
PLAN VIEW

AutoCAD SHX Text
1'

AutoCAD SHX Text
3:1 SIDE SLOPE (TYP)

AutoCAD SHX Text
RIPRAP TYPE AS SHOWN ON PLANS

AutoCAD SHX Text
APPROXIMATE SCOUR HOLE DIMENSIONS

AutoCAD SHX Text
(IN.)

AutoCAD SHX Text
TYPE 1 (FT.)

AutoCAD SHX Text
TYPE 2 (FT.)

AutoCAD SHX Text
D

AutoCAD SHX Text
F

AutoCAD SHX Text
B

AutoCAD SHX Text
C

AutoCAD SHX Text
F

AutoCAD SHX Text
B

AutoCAD SHX Text
C

AutoCAD SHX Text
15

AutoCAD SHX Text
.63

AutoCAD SHX Text
6

AutoCAD SHX Text
8

AutoCAD SHX Text
1.3

AutoCAD SHX Text
10

AutoCAD SHX Text
11

AutoCAD SHX Text
18

AutoCAD SHX Text
.75

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
1.5

AutoCAD SHX Text
12

AutoCAD SHX Text
14

AutoCAD SHX Text
24

AutoCAD SHX Text
1.0

AutoCAD SHX Text
10

AutoCAD SHX Text
12

AutoCAD SHX Text
2

AutoCAD SHX Text
16

AutoCAD SHX Text
18

AutoCAD SHX Text
30

AutoCAD SHX Text
1.25

AutoCAD SHX Text
13

AutoCAD SHX Text
15

AutoCAD SHX Text
2.5

AutoCAD SHX Text
20

AutoCAD SHX Text
23

AutoCAD SHX Text
36

AutoCAD SHX Text
1.5

AutoCAD SHX Text
15

AutoCAD SHX Text
18

AutoCAD SHX Text
3.0

AutoCAD SHX Text
24

AutoCAD SHX Text
27

AutoCAD SHX Text
42

AutoCAD SHX Text
1.75

AutoCAD SHX Text
18

AutoCAD SHX Text
21

AutoCAD SHX Text
3.5

AutoCAD SHX Text
28

AutoCAD SHX Text
32

AutoCAD SHX Text
48

AutoCAD SHX Text
2.0

AutoCAD SHX Text
20

AutoCAD SHX Text
24

AutoCAD SHX Text
4.0

AutoCAD SHX Text
32

AutoCAD SHX Text
36

AutoCAD SHX Text
54

AutoCAD SHX Text
2.25

AutoCAD SHX Text
23

AutoCAD SHX Text
27

AutoCAD SHX Text
4.5

AutoCAD SHX Text
36

AutoCAD SHX Text
41

AutoCAD SHX Text
60

AutoCAD SHX Text
2.5

AutoCAD SHX Text
25

AutoCAD SHX Text
30

AutoCAD SHX Text
5.0

AutoCAD SHX Text
40

AutoCAD SHX Text
45

AutoCAD SHX Text
FLARED OUTLET

AutoCAD SHX Text
PIPE TYPE AS SHOWN ON PLANS

AutoCAD SHX Text
NOTES: 1. DETAIL TO BE USED IN LOCATIONS WHERE FLOWS EXCEED DETAIL TO BE USED IN LOCATIONS WHERE FLOWS EXCEED CAPACITY OF RIPRAP APRONS IN ACCORDANCE WITH CONNDOT     DRAINAGE MANUAL. MANUAL. 2. RIPRAP SIZE SHALL BE COMPUTED ACCORDING TO CONNDOT RIPRAP SIZE SHALL BE COMPUTED ACCORDING TO CONNDOT DRAINAGE MANUAL. 3. FINAL SCOUR HOLE DIMENSIONS SHALL BE COMPUTED FINAL SCOUR HOLE DIMENSIONS SHALL BE COMPUTED BASED ON THE CONNDOT DRAINAGE MANUAL.

AutoCAD SHX Text
SLOPE

AutoCAD SHX Text
GEOTEXTILE (SEPARATION) SHOULD FIELD CONDITIONS WARRANT

AutoCAD SHX Text
ALSO SEE NOTE 3 FOR SCOUR HOLE DIMENSIONS

AutoCAD SHX Text
6"MIN.

AutoCAD SHX Text
6"MIN.

AutoCAD SHX Text
1'X1' CONCRETE FOOTING REQUIRED FOR HDPE PIPE ONLY

AutoCAD SHX Text
SECTION VIEW

AutoCAD SHX Text
DEPTH  OF PROCESSED AGGREGATE BASE AND SUBBBASE TO MATCH EXISTING CONDITIONS

AutoCAD SHX Text
3'

AutoCAD SHX Text
2:1 SLOPE

AutoCAD SHX Text
TAMP DIRT OVER MAT/BLANKET

AutoCAD SHX Text
6' 2:1 SLOPE

AutoCAD SHX Text
NON-WOVEN GEOTEXTILE FILTER FABRIC UNDER TYPICAL TREATMENT

AutoCAD SHX Text
WATER TABLE

AutoCAD SHX Text
3'

AutoCAD SHX Text
TYPICAL SLOPE STABILIZATION

AutoCAD SHX Text
WET SLOPE LINING

AutoCAD SHX Text
STAPLES

AutoCAD SHX Text
1  "12"

AutoCAD SHX Text
12"

AutoCAD SHX Text
4'


REVISIONS

SHEET NO.

REV.

DATE

TOWN OF FARMINGTON
DEPARTMENT OF PUBLIC WORKS
ENGINEERING DIVISION

1 MONTEITH DRIVE, FARMINGTON, CONNECTICUT 06032
PHONE: (860)675-2305 FAX: (860)675-2319

DESIGNER:

JLS

PROJECT TITLE: MEADOW ROAD SIDEWALK INSTALLATION
RT 177 - NEW BRITAIN AVENUE

PROJECT NO. :

DRAFTER: ]JLS

CHK: RMA

paTe: 1/22/25

APPROVED: RMA

DRAWING TITLE:  CONNECTICUT D.O.T DETAILS

DRAWING DATE: HOR. SCALE: N/A
VER. SCALE: N/A

SHEET NO. MDS-3



AutoCAD SHX Text
Established 1640


Regular Town Council Meeting Agenda
April 28, 2026, Page 3

CORRESPONDENCE: Agenda Item D-1

The attached correspondence was submitted with regards to the public hearing.

/Attachment
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MOTION: Agenda Item E

To accept, modify, or reject the proposed Meadow Road Sidewalk Project as
presented. (Action Anticipated)

NOTE:

The Town of Farmington applied for and was awarded a Small Town Economic
Assistance Program (STEAP) Grant in 2023 for the construction of a sidewalk on
Meadow Road. This grant will fund approximately 50% of the construction of the
new sidewalk, and the Town’s budget will cover the balance.

The proposed sidewalk would help connect multiple neighborhoods to the Rails to
Trails system, Westwoods Upper Elementary School, and the Unionville village
center. More broadly, the project is intended to enhance pedestrian access and
safety, strengthen community connectivity, and support local economic activity.

As presented, abutting property owners would not be assessed for the construction
of the sidewalks. However, consistent with Town ordinance requirements, abutting
property owners would be responsible for snow removal as well as ongoing
maintenance, repair, and liability associated with the sidewalk.
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MOTION: Agenda Item F

Adjournment. (Action Anticipated)
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