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Town of Farmington, CT
Office of the Town Manager
Regular Town Council Meeting

Date: Tuesday, May 26, 2026
(Council Members should call the Town Manager’s Office if unable to
attend)
Time: 7:00 p.m.
Place: Town Hall Annex - Council Chambers (Public Welcome)
1 Monteith Drive, Farmington, CT 06032
To access the livestream: https://us02web.zoom.us/j/83744667083
Dial: +1 312 626 6799
Webinar ID: 837 4466 7083
Agenda
A. Call to Order.
B. Pledge of Allegiance.

D

. Public Comments.

. Consideration of Special Topics.
1. A discussion on the proposed Meadow Road Sidewalk Project options.

a.

b.

Option 1- Sidewalk proposed on the South Side of Meadow Road
(original proposal)

Option 2- Sidewalk proposed on the North and South Side of Meadow
Road

. New Business.

1. To provide direction to the Town Manager regarding the proposed Meadow
Road Sidewalk Project.

. Adjournment. (Action Anticipated)


https://us02web.zoom.us/j/83744667083
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DISCUSSION: Agenda Item D-1
A discussion on the proposed Meadow Road Sidewalk Project.

a. Option 1- Sidewalk proposed on the South Side of Meadow Road (original
proposal)
b. Option 2- Sidewalk proposed on the North and South Side of Meadow Road

NOTE:

On April 28, 2026, the Town Council held a public hearing regarding the proposed
Meadow Road Sidewalk Project. The original proposal presented at the public
hearing included installation of a sidewalk along the south side of Meadow Road.
This proposal will be referred to as Option 1.

During the meeting, the Town Council reached a consensus that an alternative
option, consisting of a sidewalk partially on the north side and partially on the south
side of Meadow Road, should also be evaluated. This alternative proposal is
attached and will be reviewed at the May 26, 2026, meeting, and will be referred to
as Option 2.

/Attachments
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NOTE:

. ALL SIDEWALKS SHALL PITCH A MAXIMUM 2% TOWARD

THE STREET, AND IN ACCORDANCE WITH ADA REGULATIONS.

. CONCRETE SHALL BE CONNDOT CLASS F,

(4,000 PSI, 28 DAY STRENGTH).

. FORMS TO BE SET TRUE TO LINE AND GRADE

ON WELL COMPACTED BASE. FORMS SHALL BE
5" METAL OR 2"X6” LUMBER.

. PROPER FINISHING PROCEDURES WILL BE

FOLLOWED INCLUDING JOINTING, EDGING, AND
BROOMING. A FINE BRISTLE BROOM SHALL BE
USED. ALL EDGING TOOL IMPRINTS SHALL BE
STEEL TROWELED PRIOR TO BROOMING.

. CURING COMPOUND MAY BE REQUIRED BY THE

TOWN ENGINEER.

. CONTRACTOR SHALL TAKE ALL NECESSARY

PRECAUTIONS TO PROTECT SURFACE FROM DAMAGE.
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ARE REMOVED.
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RECTANGULAR IN SHAPE. NO FIGURE "L” SLABS ARE
TO BE CONSTRUCTED.
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WIDTH. IF SIDEWALK SLABS GREATER THAN 8 IN
WIDTH ARE TO BE CONSTRUCTED, A LONGITUDINAL
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FORM ACCEPTABLE SLABS.

10.INSERT METAL DOWELS AT ALL EXPANSION JOINTS

AS SHOWN ON SIDEWALK PLAN ABOVE.
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REINFORCING WIRE MESH DURING INSTALLATION OF SIDEWALK.
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6” PROCESSED GRAVEL

BITUMINOUS CONCRETE

SIDEWALK SECTION

GENERAL SIDEWALK RAMP NOTES:

.45” MIN.—0.9"MAX.

1) MAXIMUM SLOPES OF ADJOINING GUTTERS AND ROAD SURFACES IMMEDIATELY ADJACENT TO THE SIDEWALK, RAMP, OR ACCESSIBLE

ROUTE SHOULD NOT EXCEED 20:1
2) CARE SHALL BE TAKEN TO ASSURE UNIFORM GRADE ON THE RAMP, FREE OF SAGS AND ABRUPT GRADE CHANGES.

3) ALL RAMPS SHALL BE CONSTRUCTED OF CLASS "C" CONCRETE IN ACCORDANCE WITH CONNECTICUT STANDARD SPECIFICATION ARTICLE

M.03.01

4) SIDEWALK RAMPS SHALL HAVE A COARSE BROOM FINISH TRAVERSE TO THE SLOPE OF THE RAMP. THE SURFACE ALONG ACCESSIBLE

ROUTES SHALL BE STABLE, FIRM AND SLIP RESISTANT IN COMPLIANCE WITH ADAAG SECTION 4.5.

5) DIAGONAL SIDEWALK RAMPS AT MARKED CROSSINGS SHALL BE WHOLLY CONTAINED WITHIN THE MARKINGS, EXCLUDING ANY FLARED

SIDES.

*6) REMOVAL OF EXISTING SIDEWALK FOR NEW RAMP INSTALLATIONS SHALL BE TO THE NEAREST EXPANSION / CONTRACTION JOINT OR

DUMMY JOINT. 12:1 MAY NOT BE ACHIEVABLE DUE TO SIDEWALK GRADE. IN RECOGNITION OF THIS, A MINIMUM LIMIT OF 15" FOR A

PARALLEL RAMP SHALL BE USED. REMOVAL SHALL NOT BE FURTHER THAN 2’ FROM THE PROPOSED RAMP UNLESS SHOWN OTHERWISE ON

PLANS.

7) EXPANSION JOINTS IN CONCRETE SHALL MATCH THOSE IN ADJACENT SIDEWALKS BUT IN NO CASE SHALL THE SPACING BETWEEN

EXPANSION JOINTS EXCEED 12" UNLESS OTHERWISE NOTED.

8) CURBING WITHIN THE LIMITS OF THE NEW SIDEWALK RAMP SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE REQUIREMENTS OF FORM

816 SECTION 8.11 AND 8.13.
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NOTES:
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4" 2.4'MAX

DIRECTION OF TRAVEL

DOME SPACING

BOTTOM SLOPE
GRADE BREAK

RAMP SHOULD BE AN EXTENSION OF WALKING PATH AND DIRECTED AT OPPOSING RAMP. APEX RAMPS REQUIRE PRIOR APPROVAL

BACK OF CURB

2' DETECTABLE WARNING STRIP
(TYP.)

NOTE: IF ONE OR BOTH ENDS OF THE BOTTOM

SLOPE GRADE BREAK ARE GREATER

DETECTABLE WARNING THAN 5 FROM BACK OF CURB,

PLACE DETECTABLE WARNING TILE ON

PLACEMENT DETAIL 1 [iSioueh piome amoackor cure

NOTE: IF ONE OR BOTH ENDS OF THE BOTTOM ——

SLOPE GRADE BREAK ARE LESS
THAN 5' FROM FACE OF CURB,
PLACE DETECTABLE WARNING TILE
ON THE RAMP RUN AT THE BOTTOM
GRADE BREAK.

BACK OF CURB

DO NOT INSTALL DETECTABLE WARNING
TILE HERE UNLESS "X" IS

GREATER THAN 5'

2' DETECTABLE WARNING TILE

DETECTABLE WARNING.

PLACEMENT DETAIL 2

2. MAXIMUM SLOPES OF ADJOINING ROAD SURFACES IMMEDIATELY ADJACENT TO CROSSWALK SHOULD NOT EXCEED 20:1.
9) TRANSITION TO FULL HEIGHT CURB, INSTALL STONE CURBING ID ADJACENT CURBING IS STONE. INSTALL CONCRETE CURBING IF ADJACENT 3. ALL RAMPS SHALL BE CONSTRUCTED OF CLASS 'C’ CONCRETE IN ACCORDANCE WITH CONNDOT SPECIFICATION ARTICLE M.03.01.
CURBING IS CONCRETE OR BITUMINOUS. 4. SIDEWALK RAMPS SHALL HAVE A COARSE BROOM FINISH TRANSVERSE TO THE SLOPE OF THE RAMP. THE SURFACE ALONG
ACCESSIBLE ROUTES SHALL BE STABLE, FIRM AND SLIP RESISTANT IN COMPLIANCE WITH ADAAG SECTION 4.5.
5. DIAGONAL SIDEWALK RAMPS AT MARKED CROSSINGS SHALL BE WHOLLY CONTAINED WITHIN THE MARKINGS, EXCLUDING ANY FLARED
SIDES.
CONSTRUCTION 6. REMOVAL OF EXISTING SIDEWALK FOR NEW RAMP INSTALLATIONS SHALL BE TO THE NEAREST EXPANSION/CONTRACTION JOINT OR
8% SLOPE _ | R”AMP 8% SLOPE JOINT (TYP.) DUMMY JOINT. REMOVAL SHALL NOT BE FURTHER THAN 2’ FROM THE PROPOSED RAMP UNLESS DIRECTED BY THE ENGINEER.
(MAX.) 48" MIN. (MAX.) SAW CUT REQUIRED FOR DUMMY JOINTS SHALL BE INCLUDED IN THE COST OF "CONCRETE SIDEWALK”.
50" MAX. FACE OF CURB 7. EXPANSION JOINTS IN CONCRETE SHALL MATCH THOSE IN ADJACENT SIDEWALKS BUT IN NO CASE SHALL THE SPACING BETWEEN
EXPANSION JOINTS EXCEED 15’ UNLESS OTHERWISE DIRECTED BY THE TOWN ENGINEER.
8. CURBING WITHIN THE LIMITS OF THE NEW SIDEWALK RAMPS SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE REQUIREMENTS
GUTTER LINE OF FORM 816 SECTIONS 8.11 AND 8.13.
9. HANDICAP RAMPS CONFORMING WITH CONNECTICUT GENERAL STATUTES, SEC.7—118a, SHALL BE INCORPORATED IN ALL PROPOSED
. | g SIDEWALKS AT ALL STREET INTERSECTIONS, AND AT ALL OTHERS LOCATIONS WHERE THE GRADE OF A DRIVEWAY OR OTHER
- FACILITY TAKES PRECEDENCE OVER THE GRADE OF THE PROPOSED SIDEWALK.
\ — 10.TRANSITION TO FULL HEIGHT CURB. INSTALL STONE CURBING IF ADJACENT CURBING IS STONE. INSTALL CONCRETE CURBING IF
SECTION C—C ADJACENT CURBING IS CONCRETE OR BITUMINOUS.
11.INSTALL THE EDGE OF THE DETECTABLE WARNING 6” FROM THE EDGE OF THE ROAD. TO PERMIT WHEELCHAIR WHEELS TO ROLL
BETWEEN DOMES, ALIGN DOMES ON A SQUARE GRID IN THE DIRECTION OF PEDESTRIAN TRAVEL.
12.ALTERNATE SIDEWALK RAMPS ARE TO BE USED IN SPECIFIC LOCATIONS AS APPROVED BY THE TOWN ENGINEER.
NOT TO SCALE N.T.S.
SIDEWALK
RAMP OR LANDING
RAMP ELEVATION AT GUTTER , 2” WEAR‘NG COURSE .,
s -2 DETECTABLE - 3
. 1.5% 2” BINDER COURSE R=2"
o ———
/
T ”
i
N 48
, .y |- 1
4 8 <z X%
g A N AN ¥ NN
ROADWAY PAVEMENT e—o2> BN 6x6 W 1.4xW 1.4 WWF BASE
STRUCTURE VARIES -
CLASS "C” COCRETE 2” COVER
8” GRANULAR FILL SUBBASE
TACK COAT
COMPACT SUITABLE SUBGRADE TO EXTRUDED BITUMINOUS
90% OF MAXIMUM DRY DENSITY AS DETERMINED CONCRETE CURB CLASS 3
U SINCW AL L BITUMINOUS CONCRETE LIP CURBING
FORM SIDEWALK AROUND EXISTING UTILITY
POLES, HYDRANT OR RISERS AS INDICATED OR
DIRECTED BY THE ENGINEER, FOR THE FULL
DEPTH OF THE PROPOSED SIDEWALK.
EXISTING UTILITY POLE 1" (TYP ™ =12
OR HYDRANT AREA TO BE FILLED WITH 4” OF STONE DUST b
——— AND CAPPED WITH 1” OF GRAY COLORED
POLYMERIC SAND TO BE APPROVED BY
EXISTING SERVICE RISERS — ENGINEER. THIS POLE BOX OUT AND FILL ‘ o
SHALL BE INCLUDED IN THE COST OF THE
SIDEWALK. \ o
FACE OF CURB OR
EDGE OF ROAD
. .
/ NOTES
1. MAILBOX AND POST SHALL BE LOCATED IN ACCORDANCE WITH THE LOCAL POSTMASTER SPECIFICATIONS.
2. THE TOWN OF FARMINGTON WILL NOT REPLACE A MAILBOX DAMAGED DURING SNOW REMOVAL OPERATIONS, IF ANY OF THE FOLLOWING
CONDITIONS ARE MEET:
PROPOSED SIDEWALK A. IF IT HAS BEEN DETERMINED THE FORCE OF THE SNOW BEING REMOVED FROM THE ROAD DAMAGED THE MAILBOX AND/OR POST.
/ B. IF IT HAS BEEN DETERMINED THE MAILBOX WAS IMPROPERLY INSTALLED.
C. IF IT HAS BEEN DETERMINED THE MAILBOX POST IS DETERIORATED.

PROPOSED CONCRETE CURB /

CONCRETE SIDEWALK AT UTILITY POLES / HYDRANT
(PLAN VIEW) s

D. IF THE DAMAGED MAILBOX OR POST WAS CONSTRUCTED OF PLASTIC.

TYPICAL MAILBOX LOCATION DETAIL

MAILBOX RELOCATION DETAIL

N.T.S.
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EXISTING STREAM—BED
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55—

] — C
1’X1’ CONCRETE FOOTING
APPROXIMATE SCOUR HOLE DIMENSIONS REQUIRED FOR HDPE PIPE ONLY ‘75D_>
(N) | TYPE 1 (FT) TYPE 2 (FT.) \
D F B C F B C
15 63| 6 8 1.3 10 | 11 6,,J‘N
18 75| 8 9 15|12 | 14
24 1.0l 10 | 12 2 16 | 18
30 129 13 |15 | 25 | 20 |23 . N B r MODIFIED RIP—RAP
36 15| 15 | 18 3.0 |24 |27
42 1.75 18 | 21 35| 28 | 32 - 1
48 20| 20 |24 40 | 32 | 36 |
T SRR PIPE TYPE AS ‘ AS SHOWN ON PLANS l
60 25| 25 | 30 5.0 | 40 | 45 SHOWN ON PLANS FLARED OUTLET /
K /‘/ 1'X1" CONCRETE FOOTING 6” GRANULAR FILL

FLARED OUTLET

ALSO SEE NOTE 3 —
FOR SCOUR HOLE DIMENSIONS [ J
;5 RIPRAP TYPE
NOTES: AS SHOWN
) ON PLANS
1. DETAIL TO BE USED IN LOCATIONS WHERE FLOWS EXCEED %
CAPACITY OF RIPRAP APRONS IN ACCORDANCE WITH CONNDOT -
DRAINAGE MANUAL. ¥
2. RIPRAP SIZE SHALL BE COMPUTED ACCORDING TO CONNDOT
DRAINAGE MANUAL.
3. FINAL SCOUR HOLE DIMENSIONS SHALL BE COMPUTED SUAN VIEW

BASED ON THE CONNDOT DRAINAGE MANUAL.

PREFORMED SCOUR HOLE (TYPE I & TYPE II)

N.T.S.

BITUMINOUS CONCRETE PMA S0.375

TACKCOAT TO BE APPLIED DEPTH AND LIFTS AS CALLED FOR
TO ALL EXISTING BITUMINOUS IN THE TYPICAL CROSS SECTIONS
CONCRETE EDGES
— HOT—POURED
JOINT SEAL

AR 0.0, 00000

)(‘%Q‘%O(‘%Q‘%O(%Q%O;%Q%(\ DEPTH OF PROCESSED AGGREGATE BASE AND

SUBBBASE TO MATCH EXISTING CONDITIONS

EXISTING BITUMINOUS CONCRETE

SUITABLE BACKFILL MATERIAL

/_ (AS REQUIRED)

COMPACTED IN 6" LIFTS

VARIES
DETECTABLE WARNING TAPE

CRUSHED STONE BEDDING MATERIAL
(SEE NOTES)

STORM SEWER
(SEE PLANS FOR SIZE AND TYPE)

/i
L _

ledeBelcAcAcAcAcAcAcAcas

BACKFILL WITH |
BEDDING MATERIAL TO 0.25H

PRESHAPE BEDDING MATERIAL |
TO 0.10H PRIOR TO INSTALLING PIPE

4’ + NOMINAL 0.D.

CULVERT TRENCH DETAIL

N.T.S.

NOTES:

1. INSTALLATION OF RCP PIPE/CULVERTS SHALL BE PAID FOR UNDER THEIR RESPECTIVE ITEMS,

2. CRUSHED STONE BEDDING MATERIAL IS NO.6 (3/4") STONE AND SHALL CONFORM TO SECTION M.01 OF THE "STATE OF
CONNECTICUT, DEPARTMENT OF TRANSPORTATION STANDARD SPECIFICATIONS FOR ROADS AND BRIDGES AND INCIDENTAL

CONSTRUCTION FORM 818" "FORM 818".

REQUIRED FOR HDPE PIPE ONLY

GEOTEXTILE (SEPARATION) SHOULD
FIELD CONDITIONS WARRANT

SECTION VIEW

NOTES:

1. SLOPE SURFACE SHALL BE FREE OF ROCKS, CLODS, STICKS, AND
GRASS. MATS/BLANKETS SHALL HAVE GOOD SOIL CONTACT.

2. LAY BLANKETS LOOSELY AND STAKE OR STAPLE TO MAINTAIN DIRECT

CONTACT WITH THE SOIL. DO NOT STRETCH.
3. MATS/BLANKETS SHOULD BE INSTALLED VERTICALLY DOWN SLOPE.

TYPICAL SLOPE STABILIZATION

too
N

—

N

—

STAPLES

FILTER CLOTH
4’ABOVE
SOURCE WATER

/NON—WOVEN GEOTEXTILE
FILTER FABRIC UNDER

TYPICAL TREATMENT

WET SLOPE LINING

EROSION BLANKET & REINFORCEMENT
MAT SLOPE INSTALLATION

N.T.S.
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MOTION: Agenda Item E

To provide direction to the Town Manager regarding the proposed Meadow Road
Sidewalk Project.

NOTE:

After reviewing the options, the Town Council will provide direction regarding which
Meadow Road Sidewalk option should move forward.

If the Town Council supports Option 1, I recommend the following Action Item be
included on the June 9% Town Council agenda:

To accept, modify, or reject the proposed Meadow Road Sidewalk Project as
presented. (Action Anticipated)

If the Town Council supports Option 2, an additional public hearing would be
required due to the revised project scope. In that case, I recommend the following
Action Item be included on the June 9% Town Council agenda:

To set a public hearing on the proposed Meadow Road Sidewalk Project (Option 2)
on (either July 14, 2026, or September 22, 2026), at 7:05 p.m. in the Town Hall
Annex Council Chambers. (Action Anticipated)
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MOTION: Agenda Item F

Adjournment. (Action Anticipated)





