








Agenda Item C-1

PROCLAMATION

WHEREAS, the Farmington High School Girls Golf Team won the 2026 Connecticut
Interscholastic Athletic Conference (CIAC) Division | State Championship on June 10,
2026, at Timberlin Golf Course in Kensington, Connecticut, and

WHEREAS, the River Hawks earned the second CIAC State Championship in program
history and the first State Championship since 2010, finishing with a team score of
356 to defeat runner-up Darien High School by three strokes, and

WHEREAS, throughout the season, the student-athletes demonstrated exceptional skill,
dedication, perseverance, sportsmanship, and teamwork, culminating in one of the
most successful seasons in the history of the Farmington High School Girls Golf
program, and

WHEREAS, under the leadership of Head Coach Zack Martin and Assistant Coaches
Kaitlin Mcintyre and Sarah Daggett, the team represented Farmington High School
and the Town of Farmington with pride, determination, and excellence, and

WHEREAS, the championship team members included freshmen Reese Bishop and
Avery Esposito, sophomore Elyse Mazuronis, juniors Abby Esposito and Eleni Xifaras,
and senior Briella Rich, each of whom made valuable contributions to the team's
championship season, and

WHEREAS, the team's outstanding performance included remarkable individual
achievements, with Elyse Mazuronis placing fifth with a score of 85, Abby Esposito
tying for seventh with a score of 88, and Eleni Xifaras tying for tenth with a score of
90, giving Farmington three golfers who finished among the top ten competitors in the
Division | State Championship, and

WHEREAS, this championship reflects the dedication, discipline, teamwork, and
competitive spirit exemplified by the student-athletes and coaching staff throughout
the 2026 season.

NOW, THEREFORE, BE IT RESOLVED, that the Farmington Town Council, in
recognition of the outstanding accomplishment of the Farmington High School Girls
Golf Team in winning the 2026 CIAC Division | State Championship, hereby proclaims
July 14, 2026, as Farmington High School Girls Golf Team Day in the Town of
Farmington.

Dated this 14th day of July 2026 at Farmington, Connecticut.

Brian FX Connolly, Chair
Farmington Town Council









Agenda Item D-1

LEGAL NOTICE
TOWN OF FARMINGTON
PUBLIC HEARING

Notice is hereby given that a Public Hearing will be held on Tuesday, July 14,
2026, at 7:05 p.m. in the Town Hall Annex Council Chambers (1 Monteith
Drive, Farmington, CT 06032) on the proposed Meadow Road Sidewalk
Project, Option 2.

Interested parties are encouraged to participate in this Public Hearing. A
copy of the proposal can be found at https://bit.ly/MeadowRoadSidewalk or
by calling the Town Manager’s Office at 860-675-2350.

Dated at Farmington, Connecticut this 18% day of June 2026.

Kathleen A. Blonski
Town Manager
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- - , -
@ 12" 0.C. TYP. @ 85’ A’\/?‘A’j( @
8 %" SMOOTH o o
= METAL DOWELS = =
TYP. \
(SEE DETAIL)
12”7 TYP.
L (REPEAT 15" INTERVALS)

CONCRETE SIDEWALK PLAN

127 127

T e

MIN. MIN. ‘

l 2 “ 4 . v —
yHJ \ ’R:W FILL W/SEALANT *
2

%" PREMOLDED FILLER
DOWEL DETAIL

@12" 0.C. COAT WITH BOND

BREAKING COMPOUND BEFORE

ADJACENT SLAB IS POURED

NOTE:

. ALL SIDEWALKS SHALL PITCH A MAXIMUM 2% TOWARD

THE STREET, AND IN ACCORDANCE WITH ADA REGULATIONS.

. CONCRETE SHALL BE CONNDOT CLASS F,

(4,000 PSI, 28 DAY STRENGTH).

. FORMS TO BE SET TRUE TO LINE AND GRADE

ON WELL COMPACTED BASE. FORMS SHALL BE
5" METAL OR 2"X6” LUMBER.

. PROPER FINISHING PROCEDURES WILL BE

FOLLOWED INCLUDING JOINTING, EDGING, AND
BROOMING. A FINE BRISTLE BROOM SHALL BE
USED. ALL EDGING TOOL IMPRINTS SHALL BE
STEEL TROWELED PRIOR TO BROOMING.

. CURING COMPOUND MAY BE REQUIRED BY THE

TOWN ENGINEER.

. CONTRACTOR SHALL TAKE ALL NECESSARY

PRECAUTIONS TO PROTECT SURFACE FROM DAMAGE.

. WALKS SHALL BE BACKFILLED AS SOON AS FORMS

ARE REMOVED.

. ALL CONCRETE SLABS AND SIDEWALK SHALL BE

RECTANGULAR IN SHAPE. NO FIGURE "L” SLABS ARE
TO BE CONSTRUCTED.

. SIDEWALK SLABS SHALL NOT EXCEED 8" IN

WIDTH. IF SIDEWALK SLABS GREATER THAN 8 IN
WIDTH ARE TO BE CONSTRUCTED, A LONGITUDINAL
EXPANSION JOINT SHALL BE CONSTRUCTED TO
FORM ACCEPTABLE SLABS.

10.INSERT METAL DOWELS AT ALL EXPANSION JOINTS

AS SHOWN ON SIDEWALK PLAN ABOVE.

11.EXPANSION JOINT TO BE 1/2" ASPHALT IMPREGNATED

CELLULAR FIBER.

12.CONTRACTOR SHALL PROVIDE MEANS OF SUPPORTING

REINFORCING WIRE MESH DURING INSTALLATION OF SIDEWALK.

%" SMOOTH DOWELS WITH SLEEVE 27

4’MIN.

5'MAX.
CONCRETE

REINFORCING WIRE MESH 6X6X#6

PROCESSED AGGREGATE BASE

<2

2 T

e
| e | e e e e e e ]

CONCRETE SIDEWALK SECTION (A
_/

2” BITUMINOUS CONCRETE
— 0% W ¢

- 5’ 0"MIN—————— ==

6” PROCESSED GRAVEL

BITUMINOUS CONCRETE

SIDEWALK SECTION

GENERAL SIDEWALK RAMP NOTES:

.45” MIN.—0.9"MAX.

1) MAXIMUM SLOPES OF ADJOINING GUTTERS AND ROAD SURFACES IMMEDIATELY ADJACENT TO THE SIDEWALK, RAMP, OR ACCESSIBLE

ROUTE SHOULD NOT EXCEED 20:1
2) CARE SHALL BE TAKEN TO ASSURE UNIFORM GRADE ON THE RAMP, FREE OF SAGS AND ABRUPT GRADE CHANGES.

3) ALL RAMPS SHALL BE CONSTRUCTED OF CLASS "C" CONCRETE IN ACCORDANCE WITH CONNECTICUT STANDARD SPECIFICATION ARTICLE

M.03.01

4) SIDEWALK RAMPS SHALL HAVE A COARSE BROOM FINISH TRAVERSE TO THE SLOPE OF THE RAMP. THE SURFACE ALONG ACCESSIBLE

ROUTES SHALL BE STABLE, FIRM AND SLIP RESISTANT IN COMPLIANCE WITH ADAAG SECTION 4.5.

5) DIAGONAL SIDEWALK RAMPS AT MARKED CROSSINGS SHALL BE WHOLLY CONTAINED WITHIN THE MARKINGS, EXCLUDING ANY FLARED

SIDES.

*6) REMOVAL OF EXISTING SIDEWALK FOR NEW RAMP INSTALLATIONS SHALL BE TO THE NEAREST EXPANSION / CONTRACTION JOINT OR

DUMMY JOINT. 12:1 MAY NOT BE ACHIEVABLE DUE TO SIDEWALK GRADE. IN RECOGNITION OF THIS, A MINIMUM LIMIT OF 15" FOR A

PARALLEL RAMP SHALL BE USED. REMOVAL SHALL NOT BE FURTHER THAN 2’ FROM THE PROPOSED RAMP UNLESS SHOWN OTHERWISE ON

PLANS.

7) EXPANSION JOINTS IN CONCRETE SHALL MATCH THOSE IN ADJACENT SIDEWALKS BUT IN NO CASE SHALL THE SPACING BETWEEN

EXPANSION JOINTS EXCEED 12" UNLESS OTHERWISE NOTED.

8) CURBING WITHIN THE LIMITS OF THE NEW SIDEWALK RAMP SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE REQUIREMENTS OF FORM

816 SECTION 8.11 AND 8.13.

©

DOME SECTION

NOTES:

e

BY THE TOWN ENGINEER.

>
[o1]
L}

©
©
©
s

© e,

4" 2.4'MAX

DIRECTION OF TRAVEL

DOME SPACING

BOTTOM SLOPE
GRADE BREAK

RAMP SHOULD BE AN EXTENSION OF WALKING PATH AND DIRECTED AT OPPOSING RAMP. APEX RAMPS REQUIRE PRIOR APPROVAL

BACK OF CURB

2' DETECTABLE WARNING STRIP
(TYP.)

NOTE: IF ONE OR BOTH ENDS OF THE BOTTOM

SLOPE GRADE BREAK ARE GREATER

DETECTABLE WARNING THAN 5 FROM BACK OF CURB,

PLACE DETECTABLE WARNING TILE ON

PLACEMENT DETAIL 1 [iSioueh piome amoackor cure

NOTE: IF ONE OR BOTH ENDS OF THE BOTTOM ——

SLOPE GRADE BREAK ARE LESS
THAN 5' FROM FACE OF CURB,
PLACE DETECTABLE WARNING TILE
ON THE RAMP RUN AT THE BOTTOM
GRADE BREAK.

BACK OF CURB

DO NOT INSTALL DETECTABLE WARNING
TILE HERE UNLESS "X" IS

GREATER THAN 5'

2' DETECTABLE WARNING TILE

DETECTABLE WARNING.

PLACEMENT DETAIL 2

2. MAXIMUM SLOPES OF ADJOINING ROAD SURFACES IMMEDIATELY ADJACENT TO CROSSWALK SHOULD NOT EXCEED 20:1.
9) TRANSITION TO FULL HEIGHT CURB, INSTALL STONE CURBING ID ADJACENT CURBING IS STONE. INSTALL CONCRETE CURBING IF ADJACENT 3. ALL RAMPS SHALL BE CONSTRUCTED OF CLASS 'C’ CONCRETE IN ACCORDANCE WITH CONNDOT SPECIFICATION ARTICLE M.03.01.
CURBING IS CONCRETE OR BITUMINOUS. 4. SIDEWALK RAMPS SHALL HAVE A COARSE BROOM FINISH TRANSVERSE TO THE SLOPE OF THE RAMP. THE SURFACE ALONG
ACCESSIBLE ROUTES SHALL BE STABLE, FIRM AND SLIP RESISTANT IN COMPLIANCE WITH ADAAG SECTION 4.5.
5. DIAGONAL SIDEWALK RAMPS AT MARKED CROSSINGS SHALL BE WHOLLY CONTAINED WITHIN THE MARKINGS, EXCLUDING ANY FLARED
SIDES.
CONSTRUCTION 6. REMOVAL OF EXISTING SIDEWALK FOR NEW RAMP INSTALLATIONS SHALL BE TO THE NEAREST EXPANSION/CONTRACTION JOINT OR
8% SLOPE _ | R”AMP 8% SLOPE JOINT (TYP.) DUMMY JOINT. REMOVAL SHALL NOT BE FURTHER THAN 2’ FROM THE PROPOSED RAMP UNLESS DIRECTED BY THE ENGINEER.
(MAX.) 48" MIN. (MAX.) SAW CUT REQUIRED FOR DUMMY JOINTS SHALL BE INCLUDED IN THE COST OF "CONCRETE SIDEWALK”.
50" MAX. FACE OF CURB 7. EXPANSION JOINTS IN CONCRETE SHALL MATCH THOSE IN ADJACENT SIDEWALKS BUT IN NO CASE SHALL THE SPACING BETWEEN
EXPANSION JOINTS EXCEED 15’ UNLESS OTHERWISE DIRECTED BY THE TOWN ENGINEER.
8. CURBING WITHIN THE LIMITS OF THE NEW SIDEWALK RAMPS SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE REQUIREMENTS
GUTTER LINE OF FORM 816 SECTIONS 8.11 AND 8.13.
9. HANDICAP RAMPS CONFORMING WITH CONNECTICUT GENERAL STATUTES, SEC.7—118a, SHALL BE INCORPORATED IN ALL PROPOSED
. | g SIDEWALKS AT ALL STREET INTERSECTIONS, AND AT ALL OTHERS LOCATIONS WHERE THE GRADE OF A DRIVEWAY OR OTHER
- FACILITY TAKES PRECEDENCE OVER THE GRADE OF THE PROPOSED SIDEWALK.
\ — 10.TRANSITION TO FULL HEIGHT CURB. INSTALL STONE CURBING IF ADJACENT CURBING IS STONE. INSTALL CONCRETE CURBING IF
SECTION C—C ADJACENT CURBING IS CONCRETE OR BITUMINOUS.
11.INSTALL THE EDGE OF THE DETECTABLE WARNING 6” FROM THE EDGE OF THE ROAD. TO PERMIT WHEELCHAIR WHEELS TO ROLL
BETWEEN DOMES, ALIGN DOMES ON A SQUARE GRID IN THE DIRECTION OF PEDESTRIAN TRAVEL.
12.ALTERNATE SIDEWALK RAMPS ARE TO BE USED IN SPECIFIC LOCATIONS AS APPROVED BY THE TOWN ENGINEER.
NOT TO SCALE N.T.S.
SIDEWALK
RAMP OR LANDING
RAMP ELEVATION AT GUTTER , 2” WEAR‘NG COURSE .,
s -2 DETECTABLE - 3
. 1.5% 2” BINDER COURSE R=2"
o ———
/
T ”
i
N 48
, .y |- 1
4 8 <z X%
g A N AN ¥ NN
ROADWAY PAVEMENT e—o2> BN 6x6 W 1.4xW 1.4 WWF BASE
STRUCTURE VARIES -
CLASS "C” COCRETE 2” COVER
8” GRANULAR FILL SUBBASE
TACK COAT
COMPACT SUITABLE SUBGRADE TO EXTRUDED BITUMINOUS
90% OF MAXIMUM DRY DENSITY AS DETERMINED CONCRETE CURB CLASS 3
U SINCW AL L BITUMINOUS CONCRETE LIP CURBING
FORM SIDEWALK AROUND EXISTING UTILITY
POLES, HYDRANT OR RISERS AS INDICATED OR
DIRECTED BY THE ENGINEER, FOR THE FULL
DEPTH OF THE PROPOSED SIDEWALK.
EXISTING UTILITY POLE 1" (TYP ™ =12
OR HYDRANT AREA TO BE FILLED WITH 4” OF STONE DUST b
——— AND CAPPED WITH 1” OF GRAY COLORED
POLYMERIC SAND TO BE APPROVED BY
EXISTING SERVICE RISERS — ENGINEER. THIS POLE BOX OUT AND FILL ‘ o
SHALL BE INCLUDED IN THE COST OF THE
SIDEWALK. \ o
FACE OF CURB OR
EDGE OF ROAD
. .
/ NOTES
1. MAILBOX AND POST SHALL BE LOCATED IN ACCORDANCE WITH THE LOCAL POSTMASTER SPECIFICATIONS.
2. THE TOWN OF FARMINGTON WILL NOT REPLACE A MAILBOX DAMAGED DURING SNOW REMOVAL OPERATIONS, IF ANY OF THE FOLLOWING
CONDITIONS ARE MEET:
PROPOSED SIDEWALK A. IF IT HAS BEEN DETERMINED THE FORCE OF THE SNOW BEING REMOVED FROM THE ROAD DAMAGED THE MAILBOX AND/OR POST.
/ B. IF IT HAS BEEN DETERMINED THE MAILBOX WAS IMPROPERLY INSTALLED.
C. IF IT HAS BEEN DETERMINED THE MAILBOX POST IS DETERIORATED.

PROPOSED CONCRETE CURB /

CONCRETE SIDEWALK AT UTILITY POLES / HYDRANT
(PLAN VIEW) s

D. IF THE DAMAGED MAILBOX OR POST WAS CONSTRUCTED OF PLASTIC.

TYPICAL MAILBOX LOCATION DETAIL

MAILBOX RELOCATION DETAIL

N.T.S.
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] — C
1’X1’ CONCRETE FOOTING
APPROXIMATE SCOUR HOLE DIMENSIONS REQUIRED FOR HDPE PIPE ONLY ‘75D_>
(N) | TYPE 1 (FT) TYPE 2 (FT.) \
D F B C F B C
15 63| 6 8 1.3 10 | 11 6,,J‘N
18 75| 8 9 15|12 | 14
24 1.0l 10 | 12 2 16 | 18
30 129 13 |15 | 25 | 20 |23 . N B r MODIFIED RIP—RAP
36 15| 15 | 18 3.0 |24 |27
42 1.75 18 | 21 35| 28 | 32 - 1
48 20| 20 |24 40 | 32 | 36 |
T SRR PIPE TYPE AS ‘ AS SHOWN ON PLANS l
60 25| 25 | 30 5.0 | 40 | 45 SHOWN ON PLANS FLARED OUTLET /
K /‘/ 1'X1" CONCRETE FOOTING 6” GRANULAR FILL

FLARED OUTLET

ALSO SEE NOTE 3 —
FOR SCOUR HOLE DIMENSIONS [ J
;5 RIPRAP TYPE
NOTES: AS SHOWN
) ON PLANS
1. DETAIL TO BE USED IN LOCATIONS WHERE FLOWS EXCEED %
CAPACITY OF RIPRAP APRONS IN ACCORDANCE WITH CONNDOT -
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Regular Town Council Meeting Agenda
July 14, 2026, Page 5

REPORT: Agenda Item H

a) Town-wide Survey (Goal 14 Update).
b) Event Summary for Avon-Farmington America 250" Celebration.
¢) Juvenile Review Board Award.

a. Town-wide Survey (Goal 14 Update).
As the Council is aware, one of the priorities identified in the Town Council
Strategic Plan (Goal #14) is to conduct a town-wide survey to ensure the
Strategic Plan reflects the vision of Farmington's residents and business
community. Our intent was to begin that process in September.

Following discussions with the Town Planner regarding the upcoming update to
the Plan of Conservation and Development (POCD), I believe there is a
significant opportunity to coordinate these efforts. The POCD update includes a
comprehensive community engagement process centered around a town-wide
survey, stakeholder focus groups, and community workshops. Because both the
POCD and the Strategic Plan are guiding documents for the Town, there is
substantial overlap in the information needed to update each document.

Rather than conducting two separate town-wide surveys, I recommend
combining the survey efforts into a single, comprehensive community
engagement process. This approach offers several advantages. First, conducting
two surveys with similar subject matter within a short timeframe could create
confusion and survey fatigue among residents. Second, it is a more efficient use
of Town resources by avoiding the expense of duplicating similar work. Finally,
by coordinating our outreach efforts, we can maximize community participation
while providing the Town Council with valuable input earlier than would have
been possible through a separate Strategic Plan survey.

The information collected through this comprehensive engagement process will
serve as the foundation for updating both the Plan of Conservation and
Development and the Town Council Strategic Plan, ensuring each document
reflects current community priorities while establishing a shared vision for
Farmington's future.

The selection committee for the POCD update has completed interviews with
several qualified consulting firms and has developed a shortlist of finalists. I am
recommending that the Town Council hold a special Town Council meeting on
July 28 (or other date to be determined) to approve the consultant and to have
preliminary discussions on the process.

I look forward to discussing this recommendation with the Town Council at the
July 14 meeting and receiving the Council's feedback on the proposed approach.

b. Event Summary for Avon-Farmington America 250 Celebration.
I would like to provide the Town Council with a brief recap of the Avon-
Farmington 250th Celebration held on Friday, June 26.
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The event was an overwhelming success, with estimates of over 2,000 in
attendance from across the region to commemorate the shared history of Avon
and Farmington. Throughout the evening, attendees enjoyed live musical
performances, community entertainment, historical exhibits, interactive
activities, food vendors, local organization displays, and a fireworks finale that
capped off a memorable celebration.

The positive response from residents, businesses, community organizations,
sponsors, and visitors has been overwhelmingly favorable. The event not only
celebrated our communities' rich history but also showcased the strong
partnerships that exist between the Towns of Farmington and Avon and
highlighted the vibrancy and civic pride of our communities.

The success of the celebration was made possible through many months of
planning and collaboration among the joint Avon-Farmington 250th Celebration
Committee, municipal staff, public safety personnel, volunteers, sponsors,
community organizations, vendors, and performers. Their collective efforts
resulted in a safe, well-organized, and enjoyable event for all who attended.

I also appreciate the many members of the Town Council who were able to
attend the celebration. Your presence throughout the evening provided an
opportunity to engage with residents and helped recognize the significance of
this historic milestone for our community.

The Avon-Farmington 250th Celebration stands as an outstanding example of
regional cooperation and community engagement. It was a fitting tribute to our
shared heritage and a celebration that residents will remember for years to
come.

. Juvenile Review Board Award.

Please see the attached memorandum from Nancy Parent, Attachment A.
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